
Datum on benchmarks 
All benchmarks with a Township name and number are on 1929 
datum:. 
All benchmarks with a four-digit number are on 1988 datum: 
 
 
LAWRENCE 2  Destroyed 8/29/05  TG 
 
General coordinates: 10800E 7500N 
Sec.  28-17-5  USC & GS County (run from BM H-4,) stamped, a square cut on W end of S headwall on 
36 inch pipe on 75th Street, 60' E of Sunnyside Road. 
 ELEV.  820.14 
 
LAWRENCE 7 
 
General coordinates: 10800E & 6200 N 
Sec.  33-17-5: USC & GS County BM H-4 Bolt head SW wingwall, top of bolt head in SW wingwall of 
concrete bridge on Sunnyside Road 600' N of CCC & St. L RR, and 200' S of main drive into Sunnyside 
Sanitorium. 
 ELEV.  823.11 
 
LAWRENCE 10 
 
General coordinates: 9800E & 7100N 
Sec. 31-17-5: USC & GS County BM run in from H-4, Bolt on SW corner 1st culvert S of 71st Street, 
bolt on SW corner  of culvert (Lawrence Township Bridge #34) on Lee Road on wingwall.ELEV.  760.32 
 
LAWRENCE 11  Destroyed 8/29/05  TG 
 
General coordinates: 9800E & 7100N 
Sec. 31-17-5: USC & GS County BM run in from H-4, bolt SW corner of bridge, bolt SW corner of S 
headwall (Lawrence Township Bridge #35) on 71st Street, (Harrison Road) 1st bridge W of Lee Road.
 ELEV.  761.04 
 
LAWRENCE 13 
 
General coordinates: 8800E & 7100N 
Sec. 31-17-5: USC & GS County BM run in from H-4: bolt SW corner of handrail, bolt SW corner of 
handrail (Lawrence Township Bridge # 38) on Fall Creek Road , 1/4 mile E of Lantern Road.  ELEV.  
772.20 
 
LAWRENCE 14 
 



General coordinates: 8800E & 7200N 
Sec. 36-17-4: USC & GS County BM run in from H-4: bolt in SW wingwall, bolt on SW wingwall, 
(Lawrence Township Bridge # 49) on Fall Creek Road 1st bridge W of Lantern Road. ELEV.  769.44 
 
LAWRENCE 16  Destroyed 8/29/05  TG 
 
General coordinates: 7700E & 7200N 
Sec. 36-17-4: USC & GS, painted chiseled square, 1945, Hague Road and Fall Creek area ,NE corner of 
intersection, 4' N of IPL pole #13-279 on E headwall of culvert. ELEV.  840.62 
 
LAWRENCE 17  Destroyed 8/29/05  TG 
 
General coordinates: 7200N & 5100E 
Sec. 3-16-4: USC & GS County BM run in from G-4: top of bolt in top of SW wingwall of Arch culvert on 
Fall Creek Road about 250' NW of Baker's Bridge over Fall Creek.  

ELEV.  759.95 
 
LAWRENCE 19A  Destroyed  8/29/05  TG 
 
General coordinates: 7460N & 7000E 
Sec. 26-17-4: County BM, S end of steel door plate for S overhead door of Farmers Insurance Group 
Building at drive-in for claims, 7460 N. Shadeland.  ELEV.  836.456 
 
LAWRENCE 19B 
 
General coordinates: 7440N & 7000E 
Sec. 26-17-4: County BM, Top of threaded end of water spigot by door of two-story brick building at 
7440 N. Shadeland, 25' N of the entrance, 2' above the ground. ELEV.  826.506 
 
LAWRENCE 22 
 
General coordinates: 6200N & 7000E 
Sec. 2-16-4: Indiana State Highway Comm. 1946, bronze disk in W sidewalk over S of abutment of 5 
span arch bridge over Fall Creek. 
 ELEV.  767.35 
 ISHC 3.29.83 ELEV.  767.35 
 
LAWRENCE 30  Destroyed 8/29/05  TG 
 
General coordinates: 9900E & 5700 N 
Sec. 9-16-5: USC & GS, 1945, A chiseled square at SR 67 (Pendleton Pike) and Mitthoefer Road SW 
corner of intersection on headwall of catch basin. ELEV.  857.37 
 



LAWRENCE 31 
 
General coordinates: 10800E & 5200N 
Sec. 9-16-5: USC & GS County BM run in from H-4, top of bolt in SW wingwall of bridge over Indian 
Creek on German Church Road, about 1/2 mile S of State Road 67.   

ELEV.  826.21 
 
LAWRENCE 39 
 
General coordinates: 3943N & 7350E 
Sec. 13-16-4: USC & GS County BM F-4: SW corner of concrete porch floor for house number 3943 
Hartman Drive. ELEV.  864.92 
 
LAWRENCE 43 
 
General coordinates: 6200N & 10800E 
Sec. 33-17-5: USC & GS County BM, (Fort Harrison) on Sunnyside Road, 200' S of main entrance to 
Sunnyside Sanitorium. An iron bolt set flush in the SW wingwall of concrete bridge.  ELEV.  823.11 
 
LAWRENCE 45 
 
General coordinates: 5800E & 9600N 
Sec. 15-17-4: USC & GS standard disk, E-237, 1947: At the SE corner of the intersection of Hamilton 
County Line Road, and Allisonville Road, 44 1/2' SE of the center of the highway, 65' S of the center of the 
County Line Road, 12' SW of a telephone pole #410, 13' SW of a fence corner, 1 1/2' NW of the fence 
line about 2 1/2' below the highway. 
 ELEV.  767.774 
LAWRENCE 46  Destroyed 10/10/05  TG 
 
General coordinates: 9800E & 9600N 
Sec. 18-17-5: USC & GS Standard disk, A-237, 1947: SW corner of intersection of Hamilton County 
Line Road and Mud Creek Road, 41' S of the centerline of County Line Road, 20' W of the centerline of 
Mud Creek Road, 21' S of a fence corner post, 1' E of a fence line. 
 ELEV.  828.827 
 
LAWRENCE 47   Destroyed 10/10/05  TG 
 
rdinates: 8600N & 980General coo0E 
Sec. 20-17-5: USC & GS standard disk, Z-236, 1947: SW corner of intersection of 86th Street and Mud 
Creek Road, 22 1/2' W of the centerline of Mud Creek Road, 27' S of the centerline of E. 86th Street, 6' S 
of a fence corner post.  ELEV.  833.128 
 
LAWRENCE 47A 



 
General coordinates:  8600N & 8900E 
Sec. 24-17-4: The NE corner of the bottom step at the front of the tri-level home at the SW corner of 86th 
Street and Harrington Road. Run in from Lawrence 47 by Marion County Surveyor.  ELEV.  830.54 
 
LAWRENCE 47B 
 
General coordinates: 9100N & 10000E 
Sec. 17-17-5: A chiseled square on the S end of the W headwall at the bend in Fall Creek Road one half 
mile N of E. 86th Street. Run in from l-47 by MCS. ELEV.  828.75 
 
LAWRENCE 47C  Destroyed 10/10/05  TG 
 
General coordinates: 9600N & 10575E 
Sec. 17-17-5: A chiseled 'x' in the center of the N headwall at the intersection of E. 96th Street and 
Mollenkopf Road, 40' E of Mollenkopf and 10' N of 96th Street. Run in from L-47 MCS. 
 ELEV.  832.78 
 
LAWRENCE 48 
 
General coordinates: 8200N & 10000E 
Sec. 20-17-5: USC & GS BM Y-236, 1947 standard disk, 37' NW of the centerline of Fall Creek Road, 
54' SW of the centerline of Mud Creek Road, 64' SE of a 24' Walnut tree and 2' above the roads. 
(Checked by Indiana Flood Control and Water Resources, 1959).  

ELEV.  805.025 
 
LAWRENCE 50 
 
General coordinates: 7700E & 9600N 
Sec. 13-17-4: USC & GS G-237, 1947, standard disk, SE corner of intersection of Hague Road and 
Hamilton County Line Road, 25 1/2' S of the centerline of County Line, 32' E of the centerline of Hague 
Road, 15' W of a 30" Oak Tree, 16' E of power pole, 3' E of a fence corner, 1' N of the fence line, about 
1.2' above the road. ELEV.  822.561 
 
LAWRENCE 51 
 
General coordinates: 8800E & 9600N 
Sec. 14-17-4: USC & GS H-237 1947 standard disk, NW corner of intersection of Fishers Road and 
County Line Road, 21' N of County Line, 60' W of the centerline of Fishers Road, 14' W of a fence 
corner, 2' W of a telephone pole, 1.5' S of the fence line.  
 ELEV.  821.071 
 
LAWRENCE 52 



 
General coordinates: 5900N & 9500E 
Sec. 5-16-5: USC & GS V-236 1947 standard disk, 1/2 mile N of 59th Street on Lee Road, 35 1/2' W of 
the centerline of Lee Road, 21 1/2' S of the centerline of the side road (62nd Street) 39' E of an Ironwood 
tree. (Elevation by Schneider Eng.) ELEV.  843.139 
 
LAWRENCE 53 
 
General coordinates: 9500E & 7100N 
Sec. 31-17-5; USC & GS W-236 1947 standard disk, about 0.1 mile S of 7lst Street, set in the top of a 
NW wingwall of a 10' concrete bridge, 14' W of the centerline of Lee Road.  

ELEV.  760.090 
 
LAWRENCE 54   Destroyed see following description for update: 
 
General coordinates: 3800N &  6500E  
Sec. 14-16-4: Standard disk, stamped P-235, 1947, set vertically, 1.2 miles along the NYC RR from the 
station at Lawrence, 0.6 miles NE of SR67 overpass, 10 rails NE of milepost # 276, at State Highway 100 
(Shadeland Avenue) overpass, in the NE face of the SE concrete pier of the bridge,9.3' SE of the SE rail 
and 2.2' above the track. 
 ELEV.  859.883 
NEW  LAWRENCE  54  A & B     1988 Datum 
 
Bronze Marion County benchmark disk set in the SOUTH end of the southwest wingwall of the bridge on 
Shadeland Avenue over CSX Transportation Railroad approx. 0.1 miles north of Pendleton Pike in 
Lawrence Township, Marion County, Indiana. 
NGS Data:  Destination Q 235   PID  KAO0289 
(A)Marion County bronze benchmark disk S-end of NE wingwall        ELEV. 884.73 
(B)Marion County bronze benchmark disk N-end of NE wingwall                 ELEV. 886.75 
Elevations show 0.01’ closure error on NGS info. 
Information supplied by USI  8-31-06.  
 
 
 
LAWRENCE 55  1st order 
 
General coordinates: 5200N & 9000E 
Sec. 7-16-5: Standard disk, stamped N-235, 1947, at Fort Benjamin Harrison, on the NYC RR at Post 
Road , 58' N of the N corner of the station, 49' NW of the NW rail, 18.5 W of the W curb of a paved 
street, 21' NW of a crossing gate and a flashing signal, 5' SE of power-transmission line pole # 80/781, 2' E 
of a white wooden witness post, and 1' lower than the track set in the top of a concrete post projecting 6" 
above ground.  ELEV.  871.048 
 



LAWRENCE 58  1st order 
 
General coordinates: 6300N & 10800E 
Sec. 33-17-5:  Standard disk, stamped K-235, 1947, 0.8 miles SW along the NYC RR from the 
Oaklandon State bank at Oaklandon, 46' SE across the track from milepost # 271, at bridge 447 over 
Indian Creek, in the top of the SW end of the SE wall, 15' SE of the SE rail and about 6' lower than track. 
 ELEV.  829.467 
 
 
LAWRENCE 61 
 
General coordinates: 5000E & 5600N  
Sec. 10-16-4: Indiana Flood Control and Water Resources Comm, bronze disk, stamped MAR G- 41, 
about 1.2 miles E of the intersection of Allisonville Road and 56th Street, on the 56th Street bridge over Fall 
Creek, on the SW wingwall, 4.7' S of the edge of the roadway, 0.5' W of the W end of the S handrail. 
 ELEV.  748.119 
 
LAWRENCE 61A  Destroyed 8/29/05  TG  
 
General coordinates: 5950E & 5600N 
Sec. 3-16-4: The SE corner of the concrete porch slab at 5950 E. 56th Street ( W of Arlington) at the front 
entrance.  Run in from Law. 61 MCS.   ELEV.  827.93 
 
LAWRENCE 61B  Destroyed 8/29/05  TG 
 
General coordinates: 4600N & 6000E 
Sec. 11-16-4:  The SE corner of the porch slab, 2 inches in from each side, at the SE entrance to the 
Devington Baptist Church at Arlington Avenue and E. 46th Street.  ELEV.  836.16 
 
LAWRENCE 61C 
 
General coordinates: 5100E & 4600N 
Sec. 10-16-4:  The N corner of the 1.5'x1.5' concrete base of a 14' tall religious cross, 70' N of the 
centerline of E. 46th Street and 70' E of the centerline of Emerson Avenue.  

ELEV.  796.86 
 
LAWRENCE 62   Destroyed 8/29/05  TG 
 
General coordinates: 7000E & 6200N 
Sec. 35-17-4: Indiana Flood Control and Water Resources Comm. standard disk stamped MAR 42 Reset 
1961, about 0.5 miles E along Fall Creek Blvd, from its junction with SR 100, to new 62nd Street bridge 
over Fall creek, (leading into Ft. Ben. Harrison)set in the top at the NW end of the NE concrete guardrail 
base, 16' NE of the centerline of the bridge, 1.0' SE of the NW end of the NE concrete guardrail, 0.8' 



above the road. ELEV. per Schneider Eng.   
ELEV.  761.318 

 
LAWRENCE 62A 
 
General coordinates: 6225N & 8500E 
Sec. 36-17-4:  A chiseled triangle set on the NW wingwall of the Shaftner Avenue bridge over a small 
creek, 18' N of the centerline of Shaftner Road, 0.8 miles E of the Fall Creek Bridge. Run in from L 62 
MCS. ELEV.  761.318 
 
LAWRENCE 64 
 
General coordinates: 7100N & 8800E 
Sec.  36-17-4: Indiana Flood Control and Water Resouces Comm. standard bronze disk, stamped MAR 
43, in E 1/2, NE l/4, 36-17-4, 0.5 miles SW of the intersection of Fall Creek and 7lst Street, 225' W of 
Lantern Road on a 10' concrete culvert over an unnamed ditch, on the SE wingwall, 0.5' SE of the E end of 
the S handrail. ELEV.  769.422 
 
LAWRENCE 66 
 
General coordinates: 9600N & 7000E 
Sec.  14-17-4: USC & GS F-237, 1947, the NE corner of the intersection of the Hamilton County Line 
and Masters Road to the N, 18 l/2' N of the centerline of County Line Road, 22' E of the centerline of a 
gravel road N, 1 1/2' W of the fence line, 2.2' NW of the fence corner. 
 ELEV.  798.155 
LAWRENCE 70   Destroyed 8/29/05  TG 
 
General cooordinates: 6200N & 12800E 
Sec. 34-17-5: USC & GS standard disk, stamped V-237, 1947, 39' S of the centerline of 62nd Street and 
23.5' E of the centerline of County Line Road, 10' S of a fence corner, 1' W of a fence line at the SE corner 
of 62nd Street and Marion-Hancock County Line Road. ELEV by Mid-States.Meters 260.5563  ELEV.  
855.16 
 
LAWRENCE 71  Destroyed 8/29/05  TG 
General coordinates: 5600N & 12800E 
Sec. 3-16-5: UCS & GS standard disk, stamped, W-237, 1947, NW corner of intersection of 56th Street 
and Marion-Hancock County Line, 24 1/2' W of the centerline of County line Road, 49' N of the centerline 
of 56th Street, 23' N of a concrete corner fence post, 23 1/2' N of a telephone pole, 1 1/2' E of fence line. 
  
  Meters 261.4936  ELEV.  857.916 
 
LAWRENCE 72 
 



General coordinates: 4600N & 12800E 
Sec.  15-16-5: USC & GS standard disk, stamped X-237, 1947, SW corner of intersection of 46th Street 
and Marion-Hancock County Line, 22 1/2' S of the centerline of 46th Street, 32' W of the centerline of 
County Line Road, 11 1/2' E of power pole #32-381F, 17' NW of a telephone pole. Meters 257.4661 
ELEV.  844.702 
 
 
LAWRENCE 72A 
 
General coordinates: 4600N & 10800E 
Sec. 10-16-5: A bronze disk at the NE end of the bridge over E. 46th Street and Indian Creek. Run in 
from L 72 MCS. ELEV.  832.15 
 
LAWRENCE 72B  Destroyed 8/29/05 TG 
 
General coordinates: 9000E & 4600N 
Sec. 16-16-5 : The NW corner of the headwall at the SE corner of the intersection of E. 46th Street and 
Mitthoefer Road. Run in from L-72 per MCS. ELEV.  844.04 
 
LAWRENCE 72C  Destroyed 8/29/05  TG 
 
General coordinates: 5400N & 10000E 
Sec. 9-16-5: A cut 'x' on a headwall at the SW corner of the intersection of Mitthoefer Road and SR 67 
(Pendleton Pike), 50' S of SR 67 and 35' W of Mitthoefer Road. Run in from L-72 MCS.  
 ELEV.  857.10 
 
LAWRENCE 73 
 
General coordinates: 3800N & 12800E 
Sec. 15-16-5: USC & GS standard disk, stamped Y-237, 1947, NW corner of intersection of E. 38th 
Street and Marion-Hancock County Line, 37' N of the centerline of 38th Street and 16' W of centerline of 
County Line Road, 17' N of a fence corner, 4 1/2' N of a telephone pole #A-17/35, 1' E of a fence line.
 Meters 262.7237  ELEV.  861.951 
 
LAWRENCE 75 
 
General coordinates:  10000E & 8200N 
Sec. 20-17-5: Indiana Flood Control and Water Resources Comm, bronze tablet, stamped MAR 91, 
1956, at Geist Reservoir, 450' SE from the NW end of the dam, 18' SW of a search light, 14' above the 
cement spillway, 11.5' NE from the steps. ELEV.  798.621 
 
LAWRENCE 77 
 



General coordinates: 7900N & 11000E 
Sec. 21-17-5:  Indiana Flood Control and Water Resources Comm, standard disk, stamped MAR 92, 
1956, standard bronze tablet, about 1.7 miles NW of Oaklandon, 2.20 miles N along Oaklandon Road and 
Germantown Road from its junction with SR 67 of Oaklandon to a T-road W (Fox Road); thence 0.4 miles 
W along Fox Road, to a 24' box culvert under the road, set in the top of the SE wingwall of the culvert, 35' 
S from the centerline of the road, 7' below the road.  ELEV.  794.701 
 
 
LAWRENCE 78 
 
General Coordinates :8600N & 11800E 
Sec. 21-17-5: TBM FC 9: A RR spike set in the W side of a power pole #31A251 F, 0.8' above the 
ground, 21.4 miles N along Oaklandon Road and Germantown Road from its junction with SR 67 at the 
intersection of Oaklandon Road with a gravel road to the W, 32' S of the centerline of the T-road and 23' E 
of the centerline of Oaklandon Road. 
 ELEV.  829.08l 
 
LAWRENCE 80 
 
General coordinates:  8600N & 12500E 
Sec. 15-17-5:  Indiana Flood Control and Water Resources Comm, standard bronze disk, stamped, MAR 
93, 1956, about 2.5 miles N of Oaklandon, 2.90 miles N along Oaklandon Road and Germantown Road, 
from Oaklandon Road junction with SR 67 of Oaklandon to a right angle turn E (86th Street); thence 0.25 
miles E along 86th Street, to an 18' box culvert under the road, set in the top of the NE wingwall, 11' N 
from the centerline of the road, 0.8' E from the E end of the N headwall, 0.5' below the road.  ELEV.  
798.546 
 
LAWRENCE 80A 
 
General coordinates: 12800E & 8600N 
Sec. 15-17-5 : A cut square at the angle point in the retaining wall, 25' E of the centerline of County Line 
Road and 13' N of the centerline of E. 86th Street. ELEV.  822.73 
 
LAWRENCE 80B 
 
General coordiantes: 12721E & 7900N 
Sec. 27-17-5: The NE corner of the garage apron 3' N of the N face of the garage and 3' W of the E face 
of the garage at 12721 E. 79th Street. ELEV.  840.38 
LAWRENCE 80C  Destroyed 8/29/05  TG 
 
General coordinates: 7900N & 12800E 
Sec. 27-17-5: The top of the rock in the top of the concrete corner post 16.5' W of the County Line Road 
and 16.5' S of E. 79th Street. Elev. per Mid States. ELEV. 843.60 



 Mid-States 1980 ELEV.  843.65 
 
LAWRENCE 82 
 
General coordinates: 9400N & 12800E 
Sec. 15-17-5: TBM FC 10, 1959, RR spike with tag, stamped, 2.90 miles N along Oaklandon and 
Germantown Road from Oaklandon Road junction with SR 67 S of Oaklandon to a right angle turn E (86th 
Street); thence 1.05 miles E along 86th Street, to the intersection of Marion-Hancock County Road; thence 
0.70 miles N along Marion-Hancock County Line Road, set in the W side of a telephone pole, 27' E of the 
centerline of the County Line Road, 42' N of the NW corner of a concrete block Bait House, 1.0' above 
the ground.  ELEV.  823.070 
 
LAWRENCE 83 
 
General coordinates: 9400N & 12800E 
Sec. 15-17-5: USC & GS BM stamped 103 RHP 1951; about 3.7 miles NE of Oaklandon, Marion 
County, 2.90 miles N along Oaklandon Road and Germantown Road from Oaklandon to a right angle turn 
E. (86th street); thence 1.05 miles E along 86th Street to the intersection of Marion-Hancock County Line; 
thence 1.10 miles N along County Line road to a T-road E, 33' W from the Marion-Hancock County Line 
Road, 30' S from the extended centerline of T-road E, 5' above the roads set in the top of a concrete post 
projecting 0.8' above the ground.  

ELEV.  814.898 
 
LAWRENCE 87 
 
General coordinates: 8100N & 9000E 
Sec. 19-17-5: In SW 1/4 19-17-5, A brass disk set in top of a concrete monument on the N side of E. 
82nd Street, about 6.0 miles E of Fall creek, at NE corner of intersection of E. 82nd Street and Red Bud 
Lane E, 2' E and 1' N of power pole #20-251A.   ELEV.  843.70 
 
LAWRENCE 89 
 
General coordinates: 3800N & 10000E 
Sec. 16-16-5: County BM, a cut square in NE corner of a concrete bridge over Hunter-Mitthoefer Ditch, 
in concrete wingwall 24' E of the intersection of Mitthoefer Road and 10' N of flowline of Hunter-
Mitthoefer Ditch. ELEV.  847.30 
 
LAWRENCE 90 
 
General coordinates: 11800E & 6200N 
Sec. 34-17-5; USC & GS datum, County BM, cut square in SW corner of a concrete sidewalk to W door 
of Oaklandon Sales Company body shop, E side of Oaklandon Road, 800' +/- S of SR 67, level circuit run 
in from BM V-237 (Lawrence Twp. #70) located 39' S of centerline of County Line Rd. (62nd Street) 10' 



S of fence corner, 1' W of fence line. 6/11/75 see notes for Broadway from 65th St to Pendleton Pike in 
Oaklandon. ELEV.  853.32 
 
LAWRENCE 91  Destroyed 8/29/05  TG 
 
General coordinates:  6367N & 11800E 
Sec. 34-17-5: USC & GS datum County BM, cut square in NW corner of concrete sidewalk of residence 
at 6367 Oaklandon Road.  ELEV.  855.42 
 
LAWRENCE 92  Destroyed 8/29/05  TG 
 
General coordinates: 6200N & 11800E 
Sec. 33-17-5: USC & GS datum County BM, cut square in the SE corner of the bottom step of the 
Hosanna Lutheran Church at the SW quadrant of Oaklandon Road and Church Street in Oaklandon. 
 ELEV.  852.15 
 
LAWRENCE 93  Destroyed 8/29/05  TG 
 
General coordinates:  12004E & 6900N 
Sec. 34-17-5: USC & GS datum, County BM , cut square in the SW corner of the bottom step to 
residence at 12004 Broadway in Oaklandon.  
 ELEV.  849.22 
 
LAWRENCE 94  Destroyed 8/29/05  TG 
 
General coordinates:  6500N & 11800E 
Sec. 34-17-5: USC & GS datum County BM, cut square in 1'x5' concrete headwall 30' S of the centerline 
of the pavement, approximately 150' NE of the intersection of Broadway and Pendleton Pike. ELEV.  
847.19 
 
LAWRENCE 95 
 
General coordinates:  6500N & 12500E 
Sec. 34-17-5: USC & GS datum County BM, a cut square in concrete at W end of the S headwall of 
culvert under SR 67(Pendleton Pike) at Trittipo ditch. ELEV.  837.07 
 
LAWRENCE 96 
 
General coordinates: 12300E & 7100N 
Sec. 34-17-5: USC & GS datum County BM, a cut square in center of concrete headwall to Penn-Central 
RR culvert #444, at Trittipo ditch. 
 ELEV.  839.23 
 



LAWRENCE 97 
General coordinates: 7615E & 6950N 
Sec. 35-17-4: USC & GS Datum County BM, a cut square in center of concrete headwall W side of 
driveway to residence at 7615 Honnen Dr. South. ELEV.  841.25 
 
LAWRENCE 98 
 
General coordinates:6950N & 7536E 
Sec. 35-17-4: a cut square in center of N concrete headwall to 24" pipe at NW corner of Lot # 44 in 
Vernon Ridge Addition at Honnen Dr. N. directly N of 7536 Honnen Drive, South.  

ELEV.  841.11 
 
LAWRENCE 99 
 
General coordinates: 5600N & 9000E 
Sec. 6-17-5: A Government Benchmark, a granite monument, 0.2 miles W of Post Road, 0.4 miles N of E. 
56th Street at Fort Benjamin Harrison, 150' W of Lawton Loop E. Dr. and 13' N of the centerline of 
Funston Drive. ELEV.  846.36 
 MID-STATES  1982  ELEV.  846.36 
 
LAWRENCE 100 
 
General coordinates: 5600N & 5100E 
Sec.  9-16-4: Indiana Flood Control and Water Resources Comm. a bronze standard disk, set in the SW 
corner of the Emerson Avenue bridge over Fall Creek. ELEV.  747.87 
 
LAWRENCE 101 
 
General coordiantes: 4600N & 7100E 
Sec.  12-16-4 Indiana State Highway Comm, standard bronze disk stamped, MAR G-153, set 6.4' E of 
the W end of the N sidewalk of the E. 46th Street bridge over I-465.  

ELEV.  882.46 
 
LAWRENCE 102 
 
General coordinates: 3800N & 7400E 
Sec. 13-16-4: Indiana State Highway Comm, standard bronze disk, stamped MAR G-153, set 8.0' E of 
the W end of the N sidewalk of the W bound lane bridge of E. 38th Street over I-465. (Also see WAR 
145) 
 ELEV.  890.49 
 
LAWRENCE 103 
 



General coordinates: 6200N & 6800E 
Sec.  2-16-4: Indiana State Highway Comm, standard bronze disk, stamped MAR G-171, set in the S end 
of the W sidewalk of the S bound lane bridge of I-465 over Fall Creek.   

ELEV.  767.41 
LAWRENCE 104 
 
General coordinates: 7000E & 5900N 
Sec. 2-16-4: Indiana State Highway Comm, standard bronze disk, stamped MAR G-172, set in the NE 
corner of the S sidewalk of the S bound lane bridge over SR 100 over I-465, 2.2 miles N of SR 67 and I-
465. 
 ELEV.  806.98 
 
LAWRENCE 105 
 
General coordinates:  5600N & 7000E 
Sec. 2-16-4: Indiana State Highway Comm, standard bronze disk, stamped MAR G-173, set in the top of 
the most Westerly end of the NW wing of the E. 56th Street bridge over I-465.  

ELEV.  868.54 
 
LAWRENCE 106 
 
General coordinates:  7000E & 5900N 
Sec. 12-16-4: Indiana State Highway Comm, standard bronze disk, stamped MAR G-174, set in the W 
end of the N sidewalk of the N bound lane bridge of SR 100 over I-465, 1.3 miles N of SR 67. ELEV.  
883.40 
 
LAWRENCE 107 
 
General coordinates: 4400N & 7500E 
Sec. 13-16-4: Indiana State Highway Comm, standard bronze disk, stamped MAR G-175, set in the S end 
of the W sidewalk of the S bound lane bridge of I-465 over the CCC & St. L RR. ELEV.  893.24 
 
LAWRENCE 108 
 
General coordinates: 4200N & 7500E 
Sec. 13-16-4: Indiana State Highway Comm, standard bronze disk, stamped MAR G-176, set in the S end 
of the W sidewalk of the S bound lane bridge of I-465 over SR 67.  

ELEV.  889.49 
 
LAWRENCE 109 
 
General coordinates: 6000N & 7000E 
Sec. 2-16-4: Indiana State Highway Comm, standard bronze disk, stamped MAR G-222, set in the NE 



end of the SW wing over the S abutment of the S bound lane bridge of I-465 over Fall Creek Road 
(Relocated). 
 ELEV.  770.23 
 
LAWRENCE 110 
 
General coordinates: 7500N & 6800E 
Sec. 26-17-4: Indiana State Highway Comm, standard bronze disk, stamped MAR G-223, set in the NE 
end of the SW wing over the W abutment of E. 75th Street over I-465.  

ELEV.  845.99  
     
 
LAWRENCE 110A 
 
General coordinates: 7500N & 7700E 
Sec.  26-17-4: The NE corner of the N porch stoop at the entrance to the house at the SE corner of E. 
75th Street and Hague Road, (7701). Run in from L 110 by MCS.  

ELEV.  837.25 
 
LAWRENCE 111 
 
General coordinates:  6500E & 7900N 
Sec. 27-17-4: Indiana State Highway Comm, standard bronze disk, stamped MAR G-224, set in the NE 
end of the SW wing of the ramp bridge connecting S bound SR 37 and S bound I-465 over SR 37. Also 
called Wash.100. ELEV.  842.42 
 
 
LAWRENCE 112 
 
General coordinates: 7100N & 7000E 
Sec. 35-17-4: Indiana State Highway Comm, standard bronze disk, stamped MAR G-239, set in the NE 
end of the SW wing of the S bound lane bridge of I-465 over E. 71st Street.  

ELEV.  842.69 
 
LAWRENCE 113 
 
General coordinates: 8200N & 7000E  MAR-G-241 
Sec. 23-17-4:  Indiana State Highway Comm, stnadard bronze disk, stamped MAR G-241, set 12.7' N of 
the S end of the wing on the S bound lane bridge of I-69 over E. 82nd Street. 

ELEV. 835.66 
 
LAWRENCE 113A    Destroyed  6-24-05 AccuLine reported 
 



General coordinates: 8200N & 7700E 
Sec. 23-17-4: The NE anchor bolt of the W side of a wooden arch beam at the entrance to church at the 
SW corner of E. 82nd Street and Hague Road. Run in from L-113 by MCS.  

ELEV.  839.67 
 
LAWRENCE 113B 
 
General coordinates: 8600N & 7700E 
Sec. 13-17-4:  Bolt stamped "G-5", the SE hex bolt on the fire hydrant located at the NE corner of the 
intersection of E. 86th Street and Hague Road, 100' N of E. 86th Street and 19' E of Hague Road. Run in 
from L-113 by MCS. ELEV.  828.81 
 
LAWRENCE 114 
 
General coordinates: 9600N & 7700E 
Sec. 13-17-4: Indiana State Highway Comm, standard bronze disk, stamped MAR G-240, set in a 
concrete base 1.0' above the ground on the SE quadrant of the junction of Hague Road and E. 96th Street, 
44' E of the centerline of Hague Road and 100' S of the centerline of E. 96th Street. ELEV.  821.71 
 
LAWRENCE 116 
 
General coordinates: 8200N & 5800E 
Sec. 22-17-4: Indiana State Highway Comm, standard bronze disk, stamped MAR G-355, set in the NE 
corner of E. 82nd Street bridge over I-465. ELEV.  813.910 
 
LAWRENCE 117 
 
General coordinates: 8200N & 9000E 
Sec. 24-17-4: Indiana State Highway Comm, standard bronze disk, stamped MAR G-261, set in the W 
headwall of pipe on Sargent Road just S of E. 82nd Street about 200' +/-.  

ELEV.  744.45not 
Correction:  6-4-08   INdot listing:               ELEV.  774.45 
 
LAWRENCE 118 
 
General coordinates: 6500N & 8500E 
Sec. 36-17-4: Indiana Flood Control and Water Resources, standard bronze tablet, set at the NE corner of 
the bridge on Fall Creek Road over Mud creek. ELEV.  764.10 
 
LAWRENCE 119 
 
General coordinates: 7600n & 8800 E 
Sec. 30-17-5: A standard tablet stamped "Gaging Station" set in the SE wingwall of Lantern Road bridge 



over Mud Creek. ELEV.  765.807 



LAWRENCE 55  1st order 
 
Sec. 7-16-5: Standard disk, stamped N-235, 1947, at Fort Benjamin Harrison, on the NYC RR at Post 
Road , 58' N of the N corner of the station, 49' NW of the NW rail, 18.5 W of the W curb of a paved 
street, 21' NW of a crossing gate and a flashing signal, 5' SE of power-transmission line pole # 80/781, 2' E 
of a white wooden witness post, and 1' lower than the track set in the top of a concrete post projecting 6" 
above ground.  ELEV.  871.048 
 
LAWRENCE 58  1st order 
 
Sec. 33-17-5:  Standard disk, stamped K-235, 1947, 0.8 miles SW along the NYC RR from the 
Oaklandon State bank at Oaklandon, 46' SE across the track from milepost # 271, at bridge 447 over 
Indian Creek, in the top of the SW end of the SE wall, 15' SE of the SE rail and about 6' lower than track. 
 ELEV.  829.467 
 
 
 
*********** 
Lawrence 4001 
 
Coordinates 4600N & 12000E 
Cumberland Quad   15-16-5 
 
Benckmark is :  4” MCSO disk 
 
On the southwest abutment of the Carroll Road Bridge over Steele Ditch, +/- 16’ west of the centerline of 
Carroll Road and +/- 43’ south of the centerline of the ditch.  
 
Date: January 9, 2003 : Circuit was run from NGS X237.  Lawrence Township Loop # 1 
NAVD ’88                     Elevation  257.724 meters 
 
   
 
 
 
 
 
 
 
 
 
 
 


